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TOWN OF ELSMERE

APPEAL TO THE BOARD OF ADJUSTMENT

Io_mn

Any person directly affected by a decision of the code official or a notice or order issued under this code shall
have the right to appeal to the Buard of Adjustment of the Towr of Elsmere, provided that a wnitren application
“or appeal 15 filed withie 20 days afer the day the decision, citation, notice or order was served. An application
for appeal shall be based on a claim that the true intent of this code or the rules legally acopted taere under have
been incorrectly interpreted or the provisions of this code do not fully apply. Additionally, an application for
appeal may be based on a clarn that an actior other than what is recuired by the cade: 1) provides the same or
better protections than what the code requires and 2) will rot cost the Town of Elsimere any more moeney than
enforcing the code as written. If the appeilant proves that an action other than what s required by the cocde meets
these two requirements, the Board of Adjustment may. m its discretion, either ¢nforce the code as writtz or
permit the proposed alternative action.
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R905 - R905.2.8.2

SECTION RS05
REQUIREMENTS FOR ROOF COVERINGS

R905.1 Roof covering application. Roof coverings shall be
applied in accordance with the applicablc provisions of this
section and the manufacturer’s installation instructions.

R905.2 Asphalt shingles. The installation of asphalt shingles
shall comply with the provisions of this section.

"~

— P rrn————
CR905.2.2 Slope-Asphali shingles shall only be used on roof

R905.2.1 Sheathing requirements. Asphalt shingles shall
be fastened to solidly sheathed decks.

lopes of two units vertical in 12 units horizontal (2:12) o

ter. For roof slopes from two units vertical in 12 units

horizontal (2:12) up to four units vertical in 12 units hori-
zonial (4:12), double underlayment application is rcquired
in accordance with Section R905.2.7.

R905.2.3 Underlayment. Unless otherwise noted, required
underlayment shall conform with ASTM D 226, Type 1, or
ASTM D 4869, Type 1.

Sclf-adhering polymer modified bitumen sheet shall
comply with ASTM D 1970.

R905.2.4 Asphalt shingles. Asphalt shingles shall have
self-seal strips or be interlocking, and comply with ASTMD
225 or D 3462.

R905.2.5 Fasteners. Fasteners for asphalt shingles shall be
galvanized stec), stainless stecl, aluminum or copper roof-
ing nails, minimum 12 gage [0.105 inch (2.67 mm)] shank
with a minimum ¥,-inch (9.5 mm) diameter head, ASTMF
1667, of a length to penctrate through the roofing materials
and a minimum of ¥, inch (19.1 mm) into the roof sheathing.
Where the roof sheathing is less than ¥, inch (19.1 mm)
thick, the fasteners shall penetrate through the sheathing.
Fasteners shall comply with ASTM F 1667.

R905.2.6 Attachment. Asphalt shingles shall havc the min-
imum number of fasteners required by the manufacturer.
For normal application, asphalt shingles shall be secured o
the roof with not less than four fasteners per strip shingle or
two fasteners per individual shingle. Where the roof slope
cxceeds 20 units vertical in 12 units horizontal (20:12), spe-
cial methods of fastening arc required.

Exception: Asphalt strip shingles shall have a minimum
of six fasteners per shingle where the roof is in onc of the
following categorics:
1. The basic wind speed per Figure R301.2(4)1s 110
miles per hour (177 km/h) or greater and the eave is
20 feet (6096 mm}) or higher above grade.

2. The basic wind speed per Figure R301.2(4) is 120
miles per hour (193 km/h) or greater.

3. Special wind zones per Figure R30! 2{4).

R905.2.7 Underiayment application. For roof slopes from
two units vertical in 12 units horizontal (17-percent slope),
up to four units vertical in 12 units horizontal {33-percent
slope), underlayment shall be two layers applied in the fol-
lowing manner. Apply a 19-inch (483 mm) strip of
underlayment felt parallel with and starting at the caves, fas-
tened sufficiently to hold in place. Starting at the eave, apply
36-inch-wide (914 mm) sheets of underlayment, overlap-
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ping successive shects 19 inches (483 =
sufficiendy to hold in place. For roof sicg=
vertical in 12 units horizontal (33-percer:i £
underlayment shall be onc layer applied ©°
manner. Underlayment shall be appliec ¢
parallel to and starting from the eave and lag?
mm), fastened sufficiently tohold inplace. £ =
offset by 6 feet (1829 mm).

R905.2.7.1 Ice protection. In arcas wt  ®
daily temperaturce in January is 25°F ( <
barricr that consists of a Jeast two lave:s¢ :
cemented together or of a self-adhenrz - =
fied bitamen sheet, shall be used in .
underlayment and extend from the eave™
at least 24 inches (610 mm) inside thz ©
of the building.

R905.2.7.2 Underlayment and - .
Underlayment applied in areas subjet

{greater than 110 mph (177km/h) per Fx,
shall be applied with corrosion-resistac: ”
cordance with manufacturer’s instali=

Fasteners arc to be applied along the ovs
apart than 36 inches {914 mm) on ceriet

R905.2.8 Flashing. Flashing for asphalisx - .
ply with this section.

R905.2.8.1 Base and cap flashing. B=-
ing shall be installed in accordance with
installation instructions. Base flashinz ¢*
comrosion-resistant metal of minimu= -
inch {0.483 mm) thickness or mineral sarf
weighing a minimum of 77 pounds £t
(3.76 kg/m?). Cap flashing shall be ce=
metal of minimum nominal 0.019-==7
thickness.

R905.2.8.2 Valleys. Valley linings <22’
accordance with manufacturer’s insial”
before applying shingles. Valley lininzs:
types shall be permitted:

1. For open valley (valley lining exp=
metal, the valley lining shall be 22.
(610 mm) wide and of any of the«
tant metals in Table R905.2.8.2

2. For open valleys, valley lining ci't:
eral surface roll roofing, complv=:,
249, shall be permitted. The boz
18 inches (457 mm) and the top &, .
of 36 inches (914 mm) wide.

3. For closed valleys (valley coversd v
valley lining of onc ply of smocihire
plying with ASTM D 224 Type ii e -
least 36 inches (914 mm) wide or
described in Items 1 and 2 above :*
ted. Specialty underlaymen: o
ASTMD 1970 may be used in lis=c”
terial.
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